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AiP072
Dual Low Power JFET Operational
Amplifier

Product Specification

Specification Revision History:

Version Date Description
2019-09-A1 2019-09 New
2024-10-B1 2024-10 Update the template
2024-12-B2 2024-12 Modify the content
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1. General Description

The AIiP072 is a low-noise JEFT input dual-channel operational amplifier, primarily utilized in systems
requiring low-noise audio amplification and related applications.

Features:

Low input noise: 18 nV/ v Hz (Typical value)
Low distortion: 0.01% (Typical value)

Low input current and low offset current
High input impedance: 10'?Q (Typical value)
High slew rate: 13V/us (Typical value)

High bandwidth: 3.5MHz (Typical value)
Substrate connected to ground

Packaging information: DIP8/SOP8

Ordering Information:
Tube packing specifications:

. . Boxed
Packaging Marking Tube Boxed
Part number . tube . Notes
form code quantity . quantity
quantity
Dimensions of
plastic enclosure:
; ; 50 40 2000
AiP072DA8.TB DIP8 AiP072
PCS/tube | tube/box | PCS/box | o:2MM>6-4mm
Pin spacing:
2.54mm
Reel packing specifications:
Packaging Marking Tube Boxed tube
Part number . . Notes
form code guantity guantity
Dimensions of plastic
AiPO72SA8.TR | SOP8 AIPO72 | 4000PCS/reel | 8000PCS/box | ECIOSUre:
4.9mm>3.9mm
Pin spacing: 1.27mm

Note: If the physical information is inconsistent with the ordering information, please refer to the actual

product.
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2. Block Diagram And Pin Description
2.1, Block Diagram (One Circuit)
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2.2+ Pin Configurations

wur [ 1| O 8 | veer

1INN | 2 7 | 2001

1INP | 3 6 | 2INN

vee- | 4 5 | 21np

2.3+ Pin Description
Pin No. Pin Name Description

1 10UT 1-channel output
2 1INN 1-channel negative input
3 1INP 1-channel positive input
4 VCC- negative power source
5 2INP 2-channel positive input
6 2INN 2-channel negative input
7 20UT 2-channel input
8 VCC+ positive power source

3. Electrical Parameter

3.1, Absolute Maximum Ratings
(Tamb=25"C, unless otherwise specified.)

Parameter Symbol Conditions Value Unit
supply voltage VCC - -18 to +18 \Y
differential input Vio i 430 v
voltage
input voltage V| - +5 \Y
DIP8 110
thermal resistance TIwW
O1a SOP8 160
ambient
temperature Tamb ) -401085
storage temperature Tstg - -65 to 150
soldering DIP8 250 .
temperature T 10s SOP8 260 ¢
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3.2. Electrical Characteristics

(Tamb=25°C, VCC=#15V, unless otherwise specified.)

Parameter Symbol Conditions Min. Typ. Max. Unit
. Vo=0, Rs=50Q - 3 10 mvV
input offset voltage \Y/
P 9 ° Vo=0, Rs=50Q2 i i 15 mv
input offset voltage
average temperature ovIo Vo=0, Rs=50Q - 10 - uv/c
coefficient
. Vo=0 - 5 100 pA
input offset current |
P 0 Vo=0 i i 10 nA
. Vo=0 - 30 200 pA
input base current |
P 8 Vo=0 i i 20 nA
common-mode -12 to
input voltage range Vicr i H1 15 ] v
| R =10KQ H2 +35 - \%
°“tpsuvtv¥1°gtage Vow R>10KQ 2 - : v
R>2KQ #0 H?2 - \%
large-signal Vo=#10V, R:>2KQ 25 200 -
differential voltage Avp ~ VimV
amplification Vo=H0V, R22KQ 15 ) i
unit gain bandwidth BW - - 3.5 - MHz
input resistance ri - - 10%2 - Q
common-mode Vic=Vicrmin, Vo=0
rejection ratio CMRR Rs=50Q 0 86 i dB
short-circuit output | i 10 40 60 mA
current 08 10 - 60
power supply Vce=49V to H5V i
rejection ratio Ksvr Vo=0, Rs=50Q 0 86 dB
supply current (one _ - 14 2.5
| Vo=0V, no load mA
path) ce ° - - 2.5
channel isolation Voi1/Vo2 Avp=100 - 120 - dB
V=10V, R =2KQ
slew rate SR CL=100pF 8 13 - Vl/us
rise time tr Vi=20mV, R .=2KQ - 0.1 - us
overshoot Kov CL=100pF - 10 - %
equivalent input _ _ i i
noise voltage Vn Rs=100Q, f=1KHz 15 nV/v/Hz
: V0=2Vpp,
tmg:;t‘g:t“i“oonn'c THD | Avp=20dB, Rs<Ik, : 0.01 i %
R =2kQ, f=1 kHz
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4. Testing Circuit
Unit gain follower:

10x gain amplifier:

Vo
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5. Package Information
5.1, DIP8
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2023/12/A Dimensions In Millimeters
Symbol Min Max
A 3.00 3.60
b 0.36 0.56
c 0.20 0.36
D 9.00 9.45
E 6.15 6.60
e 2.54
eA 7.62 9.30
L 3.00 —

Address: Building B4,NO.777,Jianzhu Road,Binhu District, Wuxi City,Jiangsu Province
http://www.i-core. cn P.C.: 214072

8/ 10
VER: 2024-12-B2



ll Wuxi I-CORE Electronics Co., Ltd.
Tab: 835-12-B5

Ll

5.2, SOP8
D
| \ A [
t& [ :7 C% J
Al A2
1AAE T
M im
10 4
€ D
2023/12/A Dimensions In Millimeters
Symbol Min. Max.
A 1.35 1.80
Al 0.05 0.25
A2 1.25 1.55
D 470 5.10
E 5.80 6.30
El 3.70 410
b 0.306 0.51
c 0.19 0.25
e 1.27
L 0.40 0.89
0 (0)d 8<
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6. Statements And Notes
6.1, The name and content of Hazardous substances or Elements in the product

Hazardous substances or Elements
Cadm
Mercur | . Hexaval Polybro .
Lead ) . Butylbe 9. B
and y and 2#3 ent Polybro | minate | Dibutyl nzyl Ellﬁeit Diisobu
Part name mercur .| chromiu | minated | d phthala phthala y tyl
lead cadmi ; : te yl
y m biphenyl | biphen te hthal phthala
compou | compo | UM compoun| s yl phthaia | e
nds unds comp ds ethers te
ounds
Lead
o] () o () ] 0] (@) 0] () ]
frame
Plastic
. [} o (@] @] @] o o o o @]
resin
Chip o o o o o o o o o o
The lead o o o o o o o o o o
Plastic
sheet o o o o o o o o o o
installed
o: Indicates that the content of hazardous substances or elements in the detection limit
explanatio of the following the SJ/T11363-2006 standard.
n x: Indicates that the content of hazardous substances or elements exceeding the SJ/T11363-2006
Standard limit requirements.
6.2 Notes

We recommend you to read this chapter carefully before using this product.

The information in this chapter is provided for reference only and i-Core disclaims any express or implied
warranties, including but not limited to applicability, special application or non-infringement of third party
rights.

This product is not suitable for critical equipment such as life-saving, life-sustaining or safety equipment.
It is also not suitable for applications that may result in personal injury, death, or serious property or
environmental damage due to product malfunction or failure. 1-Core will not be liable for any damages
incurred by the customers at their own risk for such applications.

The customer is responsible for conducting all necessary tests i-Core’s application to avoid failure in the
application or the application of the customer’ s third party users. I-Core does not accept any liability.

The Company reserves the right to change or improve the information published in this chapter at any time.
The information in this chapter are subject to change without notice. We recommend the customer to
consult our sales staff before purchasing.

Please obtain related materials form i-Core’s regular channels and we are not responsible for its content if
it is provided by sources other than our company.

In case of any conflict between the Chinese and English version, the version is subject to the Chinese one.
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